
Repair

Are there any external resources that can be used by the damaged component?

Do these external resources directly repair the damaged component? Is there any foreign material present?

Can the repair begin without an external energy resource? Are any of these external resources manufactured? Is the foreign material removable? Can the repair begin without an external energy resource?

Does the external resource belong to the original mechanism? 1 Is the faulty component needed for full functionality? 14 Can the foreign material be destroyed? 6 Is there a trigger event to begin the repair? 8

13 2 15 16 17 7 Does the healing change the characteristics of the system? 3Is the external resource manufactured the same way as the mechanism? 12

Is the trigger event related to the temperature surrounding the mechanism? 11Was the external resource assembled before the fault occurred? 5

9 1810 4

https://sites.uark.edu/dcjensen/repair-1/
https://sites.uark.edu/dcjensen/repair-14/
https://sites.uark.edu/dcjensen/repair-6/
https://sites.uark.edu/dcjensen/repair-8/
https://sites.uark.edu/dcjensen/repair-13/
https://sites.uark.edu/dcjensen/repair-2/
https://sites.uark.edu/dcjensen/repair-15/
https://sites.uark.edu/dcjensen/repair-16/
https://sites.uark.edu/dcjensen/repair-17/
https://sites.uark.edu/dcjensen/repair-7/
https://sites.uark.edu/dcjensen/repair-3/
https://sites.uark.edu/dcjensen/repair-12/
https://sites.uark.edu/dcjensen/repair-11/
https://sites.uark.edu/dcjensen/repair-5/
https://sites.uark.edu/dcjensen/repair-9/
https://sites.uark.edu/dcjensen/repair-18/
https://sites.uark.edu/dcjensen/repair-10/
https://sites.uark.edu/dcjensen/repair-4/

